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ADDENDUM NO. 1 
 
Date: March 19, 2009 
 
To:  Contractors 
 
From: Wayne Smith, Project Manager, DFCM 
 
Reference: Building 5170 Renovation – Camp Williams 
  Utah National Guard   
  DFCM Project No. 08032470 
 
Subject: Addendum No. 1 
 
Pages Addendum Cover Sheet 1 page 
 Architect’s Addendum 10 pages 
 Total 11  pages  
 
Note: This Addendum shall be included as part of the Contract Documents. Items in this 
Addendum apply to all drawings and specification sections whether referenced or not involving 
the portion of the work added, deleted, modified, or otherwise addressed in the Addendum. 
Acknowledge receipt of this Addendum in the space provided on the Bid Form. Failure to do so 
may subject the Bidder to Disqualification.   
  
While we contend that SB220 should only be potentially applicable to a contract issued after the 
effective date of said bill, this is to clarify that for purposes of this contract, regardless of the 
execution or effective dates of this contract, the status of Utah Law and remedies available to the 
State of Utah and DFCM, as it relates to any matter referred to or affected by said SB220, shall be 
the Utah law in effect at the time of the issuance of this Addendum. 
 
1.1 SCHEDULE CHANGES: No schedule changes. 
 
1.2 GENERAL ITEMS: See attached Architect’s Addendum 



ADDENDUM #1 
RENOVATION OF READINESS CENTER 
BUILDING 5170 
CAMP WILLIAMS, UTAH 
 
SHEET AD102 

 
1. Replace existing sheet AD102 with attached Sheet AD102R 

 
SHEET AE101 

1.  Replace existing sheet AE101 with Attached Sheet AE101R. 
 
SHEET AE102 
 1.  Replace existing sheet AE102 with attached sheet AE102R. 
 
SHEET AE501 
 

1.  Revise finish schedule for rooms 202A, 202, & 203 to correspond with revised rooms 
on sheet AE102.  See attached partial finish schedule for these rooms. 
 

STRUCTURAL 
 

1.  Replace sheet SE003 with attached sheet SE003 
 

MECHANICAL  
 
1. See attached VanBoerum & Frank Associates Addendum. 

 
2. Add the following note to detail 6/P501: 

Refer to detail 2/ME303 on sheet M502 for seismic strapping of water heater. 
 
ELECTRICAL 

 
1.   See attached Spectrum Engineers Addendum. 
 
 

SPECIFICATIONS 
 
1. Add Flush Metal Partitions Inc. as an approved manufacture for toilet partitions in 

Section 102113 - 2.2 A Manufactures: 
 
2. Add Thermal Window Systems as an approved manufacture in Section 084113, 

Aluminum Windows 
 

3. Add Interface as an approved carpet manufacture for carpet tile – Section 096813–2.1 
under state contract #102977A.  Carpet must be equal to that specified. 

 
4. Add Columbia as an approved manufacture for toilet accessories – Section 102800-

2.1 
 
5. Revise the following sections as noted: 

 



SECTION 017300 “EXECUTION”, SECTION 017329 “CUTTING AND PATCHING”, and 
SECTION 024119 “SELECTIVE STRUCTURE DEMOLITION” 
 
1. Delete 017300 1.3.A, 017329 1.5.A, and 024119 1.6.D and replace with the 

following: 

A or D. Hazardous Materials:  Hazardous materials are present in the building.  A 
report on the presence of hazardous materials is on file for review and use.  
Examine report to become aware of locations where hazardous materials are 
present. 

1. Hazardous materials will be removed by Owner under a separate contract, 
with the exception of fluorescent light tubes and PCB ballasts.  Removal may 
occur before and/or during work of this Contract.  See Division 01 Section 
“Summary” for requirements related to cooperation and coordination with 
separate contractors under other contracts. 

2. If suspected hazardous materials are encountered, do not disturb; 
immediately notify Architect and Owner.   

3. Comply with State of Utah Department of Health Division of Solid and 
Hazardous Waste standards and regulations for removal and disposal of 
fluorescent light tubes and PCB ballasts. 

 
 
 
 
 

MISCELLANEOUS CLARIFICATIONS 
 

 1.  Information on the above wall security mesh is found in section 092216-2.4 
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Addendum #1 

  

  
Spectrum Engineers, Inc. 

 
Mechanical Engineering ♦ Electrical Engineering ♦ Technology Design ♦ Lighting Design ♦ Acoustical Engineering  

Theater Design  ♦  Fire Protection 
 

SALT LAKE CITY     PHOENIX     ST. GEORGE 
800-678-7077 

www.spectrum-engineers.com

 
To: Jerry Aurich Telephone: (801) 521-8564 
Company: EFT Architects Fax: (801) 355-2938 
 265 East 100 South, Suite 350   
 Salt Lake City, Utah 84111 Copies to: File 
    
From: David Affleck Telephone:  801-401-8473 
Job: Camp Williams BLDG 5170       

Readiness Center 
Toll Free: 800-678-7077 

Re: Addendum #1 Fax: 801-401-9473 
Job Number: 20080419 E-mail: dla@spectrum-engineers.com 
Date: March 19, 2009 Page: 1    of    1 
 
DISTRIBUTED VIA: 

Pickup Delivery Mail/Express Mail Express Shipping
 

e-Mail Enclosure Fax Other  

 
 

 
Addenda Items 
 
In regards to Utah National Guard Camp Williams Building 5170 Readiness Center located in Bluffdale,  
Utah. 
   

1. Assembly Hall 113:  Provide 3-each 3-way switches just to the east of the man door at gridline 
B:2 and 3-each 3-way switches on the wall just east of gridline of C:5.  Each set of  3-way switch-
es will control 1 row (1 circuit) of the high bay fluorescent light fixtures.  

2. The "Cable Tray" shown on sheets EP101 and EP102 is 12 inch wide basket tray, and is not lad-
der type cable tray as indicated in the specifications. 

3. Add a 4-inch conduit stub from the primary side of the new pad mounted transformer.  Extend the 
conduit stub, out a minimum of 5-feet beyond the concrete pad, to the east.  Provide a cap and 
label on the spare stub out conduit for the future connection to pad-mounted switch.  

4. HF-99 fixtures shall be from the same family and have the same performance but shall be grid 
mounting type or provided  with flange kit for mounting in grid ceiling. 

5. The wall between Classroom 202 and Classroom 203 has been removed and there are two pow-
er outlets stubbed above the floor.  Contractor shall remove and relocate outlets to 2 separate ad-
jacent walls in the new room.  Coordinate with Utah National Guard staff for desired location of 
outlets. 

6. Prior approved equals 
a. HF-99: the equivalent fixture in Columbia Lighting is considered to be equal. 

 
We trust this is the information you require. 
 
David Affleck, Spectrum Engineers 
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